	Central    Ordnance    Depot

	Rawalpindi

	Telephone :       051-8770950
		0344-6019215

	21   /       Normal   /    2023-24

	15 April 2024



Subject:	Invitation to Tender and General Instructions for Procurement of        Electro Medical Equipment (CMH Rwp & PEMH) FY- 2023/24

1.	This Invitation to Tender/Bid (here in after referred to as IT), follows the Procurement on the subject, with following time lines:-
a.	Date and time of closing of this IT is 02 May 2024 at 1030 hours. 
b.	Date and time of opening of bids/IT Documents offered in response to this IT is 
02 May 2024 at 1100 hours in Conference Room of Central Ordnance Depot Rawalpindi (COD Rwp), Fort Road, Rawalpindi with representatives of bidders in attendance.
2.	Sealed Bids are invited (in line with Single Stage, Two Envelop Process as specified in PPRA Regulations) from Original Equipment Manufacturers (OEMs), Agents of OEMS, authorized distributors and suppliers, which are registered with Income Tax & Sales Tax Departments, on Active Taxpayer List (ATL) of Federal Board of Revenue (FBR) and Registered with Directorate General Defense Purchase (DGDP) / Directorate General Procurement-Army (DGP-A) / Any Ordnance Depots of Pakistan Army and Pakistan Engineering Council (PEC) for supply of items as under:-
a.	Schedule of Requirements is given at Annexure A.
b.	Instructions for Bidders and Terms / Conditions of Bidding and Purchase are given at Annexure B.
c.	Format of Vendor Profile / Qualification Documents is given at Annexure C.
d.	Format of Financial Proposal is given at Annexure D.
e.	Format of Technical Proposal and technical specifications of required stores/goods/equipment for relevant stores/goods/equipment are given at Annexure E.
f.	Bids are to be submitted in two separate sealed envelopes, clearly marked on the outside in bold letters as “TECHNICAL PROPOSAL - IT FOR PROCUREMENT OF EM EQUIPMENT NUMBER 21/NORMAL/2023-24” and “FINANCIAL PROPOSAL - IT FOR PROCUREMENT OF EM EQUIPMENT NUMBER 21/NORMAL/2023-24” along-with name of bidding firm / entity. For ease of consolidation / identification, both the envelops may be placed in another/outer envelope clearly marked on the outside in bold letters with subject of this tender and name of bidding firm / entity. 
g.	Vendor Profile / Qualification Documents as per details mentioned at Annexure C, must be submitted in separate envelop (separate from both the Technical and Financial Proposals), clearly marked on the outside in bold letters as “VENDOR’S PROFILE / QUALIFICATION DOCUMENTS – IT FOR PROCUREMENT OF EM EQUIPMENT NUMBER 21/NORMAL/2023-24” along-with name of bidding firm/entity.
h.	IT Documents along-with original hard-copies of Financial Proposal, Technical Proposal and Vendor Profile / Qualification Documents properly filled in, and enclosed in separate sealed envelope(s) as mentioned above, along-with digital-copies on separate CDs/DVDs packed in respective envelops, must be delivered to Central Ordnance Depot Rawalpindi, Fort Rd, Rawalpindi Cantonment, before 1030 hrs on 02 May 2024.
i.	Failure to submit complete documents / details as asked OR failure to submit Technical Proposal, Financial Proposal and Vendor Profile / Qualification Documents in separate sealed envelopes is liable to cause outright rejection of bid.
j.	Bid Security equal to 5% of estimated bid value is to be deposited within five working days of intimation from / asking by COD Rwp, failing which bids are liable to be rejected.
k.	Procurement is planned within Current Financial Year (CFY) either in full or in part. Quantities can be amended/ decreased at the time of placing the order.
l.	Along with tender, each firm will deposit Rs 3000/- as Tender Fee (in the shape of CDR, Pay Order or Cross Cheque). Same will be prepared in the name of Comdt COD Rwp.
3.	All bidders are bound by Official Secret Act to ensure confidentiality of bids and purchases of Security Equipment and not share information / details of bid/contract/quantities/delivery locations with anyone not party to the bid / purchase.
4.	Complete Set of IT Documents can be obtained from Local Purchase Office, COD Rawalpindi, Fort Road, Rawalpindi (Telephone : 051-8770950, 0344-6019215) on any working day between 0830 hrs and 1530 hrs.



Lieutenant Colonel
Local Purchase Officer
(Naqeeb Ur Rahman)


Annexure A
SCHEDULE OF REQUIREMENTS

PROCURMENT OF PEMH EQUIPEMENT TENDER NUMBER 21 NORMAL FINANCIAL YEAR 2023/24 – COD RWP
	Ser
	Nomenclature
	A/U
	Remarks

	1. 
	Laser Machine for Proctology and Gen Surgery
	Nos
	As per Specs at Appx I

	2. 
	Bed Side Monitor
	Nos
	

	3. 
	Drill System
	Nos
	

	4. 
	ACL Reamers 
	Nos
	

	5. 
	Butterfly IQ Portable Ultrasound with Tablet
	Nos
	

	6. 
	Automated Steam Sterilizer 1000 Lit
	Nos
	

	7. 
	Power Assisted Liposuction System Electric Console and Accys (Electric Cable, Sterilization Tray)
	Nos
	

	8. 
	Powered Hand Piece for Liposuction and Accys (pal Wand, Aspiration Tubing Set, Cannulas)
	Nos
	

	9. 
	Harmonic Ace Generator
	Nos
	

	10. 
	Central Monitoring Sys
	Nos
	

	11. 
	Sled Machine 
	Nos
	

	12. 
	Hemodialysis Machine
	Nos
	

	13. 
	Point of Care Ultrasound Machine
	Nos
	




Annexure B
INSTRUCTIONS FOR BIDDERS AND TERMS / CONDITIONS OF BIDDING AND PURCHASE
TENDER NUMBER 21 / NORMAL / 2023-24

Instructions For Bidders
1.	Eligible Bidders. A Bidder submitting bid/tender in response to this IT may be a person / Sole Proprietor, a Company or Firm or Agency (Private, Limited, Public or Semi-Public) having one or more than one owners/partners and must be registered in Pakistan. Detailed requirements as under:-
a.	Bidder must be Original Equipment Manufacturers (OEMs), Agents of OEMS, Authorized Distributer or Supplier and must be registered with Income Tax & Sales Tax Departments and on Active Taxpayer List (ATL) of Federal Board of Revenue (FBR). Documentary proof for all of this must be provided.
b.	Must be registered with Directorate General Defense Purchase (DGDP) / Directorate General Procurement-Army (DGP-A) / DP-Navy / DP-Air / Any Ordnance Depot of Pakistan Army and Pakistan Engineering Council-PEC.
c.	Must be incorporated or licensed by the respective incorporating agency or statutory body established in Pakistan for its particular trade or business.
d.	Must not quote more than one rate for an item of identical brand / specs / quality.
e.	Must provide complete details and documentation as specified in Vendor Profile / Qualification Data format given at Annexure D.
f.	Must not be Blacklisted, bankrupt, insolvent, debarred due to involvement in corrupt and fraudulent practices, subject of any performance failure in Contracts / Agreements / Purchase-Orders from above mentioned procurement organizations.
g.	Must submit bid security as specified in this IT with-in the timeline specified.
h.	Must provide evidence of their eligibility, capacity, capability to perform and deliver the goods / services being contracted and must provide proof of compliance with the necessary legal and procedural requirements to carry out the contracted work effectively.
i.	Must declare in IT documents details relating to the nature, conditions and modalities of sub-contracting by bidder (if planned / envisaged by the bidder), wherever such sub-contracting of any elements of the bid is amounting to the more than ten (10) percent of the bid value for such element.
j.	Must provide proof of relationship with OEM or foreign principal and/or copy of Master Level/Service Agreement with such OEM or foreign principal in case of imported items.
k.	Must provide valid proof in IT Documents that bidder has the financial, technical, installation and supply / production capability necessary to perform the Contract / Framework Agreement.
2.	Preparation and Submission of Bid / Tender Documents
a.	Complete set of forms and documents as per the given format and requirements mentioned at Annexure E shall be submitted as   “Technical Proposal” in two hard-copies on bidding firm’s letter head and one digital-copy on CD/DVD duly packed in a sealed envelope clearly marked in bold letters on outside of envelope “Technical Proposal – IT For Procurement of EM EQUIPMENT Number 21/Normal/2023-24””along-with name of bidding firm / entity.
b.	Complete set of forms and documents as per the given format and requirements mentioned at Annexure D shall be submitted as “Financial Proposal” in two hard-copies on bidding firm’s letter head and one digital-copy on CD/DVD duly packed in a sealed envelope clearly marked in bold letters on outside of envelope “Financial Proposal – IT For Procurement of EM EQUIPMENT 21/Normal/2023-24”” along-with name of bidding firm / entity.
c.	Complete set of forms and documents as per the given format and requirements mentioned at Annexure C shall be submitted as “Vendor’s Profile / Qualification” in two hard-copies on bidding firm’s letter head and one digital-copy on CD/DVD duly packed in a sealed envelope clearly marked in bold letters on outside of envelope “Vendor’s Profile / Qualification Documents - IT For Procurement of EM EQUIPMENT 21/Normal/2023-24”along-with name of bidding firm / entity.
	
3.	Contents of IT Documents and Eligibility of The Bids.
a.	The bidder is expected to obtain complete IT Documents and their addenda from COD Rwp and examine all instructions, forms, terms and specification mentioned in such documents. Failure to furnish all the information required in the IT Documents will be at the Bidder’s risk and may result in the rejection of his Bid.
b.	Bid / IT Documents prepared by the bidder, as well as all correspondence and documents relating to it shall be written in the English language. Supporting documents, brochures, printed-literature furnished by the Bidder, if in any another language must be accompanied by a certified accurate translation of the relevant pages in the English language.
c.	The bid / IT Documents will be considered valid for consideration if it constitutes following components. Any violation of these aspect may render the submitted bid / IT Documents liable to rejection:-
(1)	Financial Proposal and Price Schedule as per format given at Annexure E, duly printed on company/firm’s letter head and signed by authorized signatory. Bidder must fill the form without any alterations to its format.
(2)	All items must be listed and priced separately. In case of no bid against any item, NO BID shall be printed in the price colum. If any item/accessory is not listed/ priced by the bidder, its price shall be construed to be included in the prices of other items.
(3)	Unit price as well as total price of item must be inclusive of all applicable taxes, duties, levies and inclusive of cost of transportation, insurance and other related expenses for delivery of goods to their final destination. 
(4)	Rate of each item must be quoted exclusive of other items listed in the tender and the purchaser will have the liberty to accept bid of one or all of the items quoted and for complete or partial quantity of any item(s). The price quoted should not be contingent upon award of contract for a specific/full quantity of the item and/or award of contract for all items listed in Schedule of Requirements collectively from the same bidder.
(5)	Rates / Prices quoted must be valid till 30 June 2024(for acceptance of bid / award of contract) and till completion of complete delivery of all contracted items (after the framework agreement / Purchase-Order is awarded).
(6)	Prices / rates must be quoted in Pak Rupees, for delivery of goods/equipment DDP Incoterms at Rawalpindi and must be inclusive of all applicable taxes, duties and FE conversion rates where applicable.
(7)	Bidder must accept to receive Purchase Orders against the framework agreement concluded after acceptance of his bid, from multiple Ordnance Depots / Central Ordnance Depot across Pakistan. Payment against goods / equipment delivered in response to the above mentioned Purchase Orders will be via Contingent Bills submitted by depots to their respective CMAs (Controllers of Military Accounts) offices spread across Pakistan. Subsequently, CMAs will issue cheques directly in favor of the contractor to the Bank Branch / Account Number mentioned in framework agreement / Purchase Orders. Bidder must be able to establish liaison with all concerned CMA Offices for clarification of their queries on contingent bills (if any)
(8)	IT documents must be accompanied by Duly Notarized Power of Attorney authorizing the signatory of IT Documents to submit the bid and all other relevant clarification / contractual documents on behalf of Bidder Firm/Company/Entity.
(9)	Technical Proposal / Vendor’s Profile / IT Documents must include documentary evidence established in accordance with contents of this IT to prove that the Bidder is eligible and/or qualified for the subject bidding process.
(10)	Technical Proposal / Vendor’s Profile / IT Documents must include documentary evidence established in accordance with contents of this IT to prove that that the Bidder is authorized by the manufacturer to deliver the goods / eqpt at designated locations in Pakistan (where ever applicable and when the supplier is not the manufacturer of those goods).
(12)	Technical Proposal / Vendor’s Profile / IT Documents must include documentary evidence established in accordance with contents of this IT that the goods and related services to be supplied by the Bidder are eligible goods/ equipment, and conform to the technical and specification requirements specified in this IT.
(13)	Bid Security must be furnished in full by the bidder within five days of asking / intimation by COD Rawalpindi and before opening of Commercial Offer.
(14)	Valid samples must be provided at the place, time and in quantities as asked by COD Rwp during evaluation of Technical Proposals. Such samples may undergo destructive and non-destructive testing by Inspection Agencies of Pakistan Army without any liability for cost of items/equipment. 
(15)	Bid must be received on or before the closing date and time as specified in this IT.
(16)	Any other document, asked by COD Rwp during the process of evaluation / scrutiny of bids, must be delivered within the time indicated by COD Rwp.
	d.	Documentary evidence of the eligibility of goods shall consist of:-
(1)	Statement in the Commercial Offer, declaring country of origin of the goods which must be confirmed later by a certificate of origin issued at the time of shipment of equipment / items after award of framework agreement / PO.
(2)	Documentary evidence of conformity of the goods to the IT Documents may be in the form of literature, drawings, and data, and shall consist of:-
(a)	Detailed description of the essential technical specifications and performance characteristics of items offered.
(b)	Item-by-item commentary on COD Rwp’s Technical Specifications demonstrating substantial responsiveness of the items to such specifications. A statement of deviations and exceptions to the provisions of the Technical Specifications of equipment mentioned in this IT must be provided where applicable.
(c)	Any other documentation asked by COD Rwp during scrutiny of the Bid / Technical Offer.
Terms and Conditions Governing Bidding and Subsequent Award / Purchase
4.	Bid Security / Guarantee
a.	Bid Security equal to 5% (Five Percent) of the estimated bid amount, must be furnished by bidder within five days of asking/intimation by COD Rwp. The verifiable Bank Guarantee will be the payment instrument in favor of Commandant Central Ordnance Depot Rawalpindi.
b.	Bid Security is required to protect COD Rwp against the risk of Bidder’s conduct from date of opening of Commercial Offer till award of contract, which may warrant the security’s forfeiture. The security amount will stand forfeited in favor of COD Rwp, in case of any violation by bidder of the IT conditions and agreements, reached during clarifications/negotiations on Technical Offer (including but not limited to, withdrawing the bid before expiry of its validity period, refusal to accept correction of errors in bid submitted by him, refusal to sign the contract if declared successful bidder, refusal to deposit Performance Security etc).
c.	Successful bidder’s Bid Security will be returned onto him after his signing of the framework- agreement and furnishing the Performance Security. Unsuccessful bidders Bid Security will be returned onto them after signing / award of framework-agreement to successful bidder.
5.	Performance Security / Guarantee
a.	If bid (including financial and technical proposals as modified) is accepted, the bidder will be bound to deposit Performance Security / Guarantee equivalent to 10% (Ten Percent) of the award amount within five working days of provision of Letter of Acceptance/ Letter of Intent. The payment instrument for submission of Performance Security/Guarantee will be Verifiable Bank Guarantee. 
b.	Failure of the successful Bidder to comply with this shall constitute sufficient grounds for the annulment of the award and forfeiture of the Bid Security.
c.	Total amount of Performance Security / Guarantee shall be returned to the vendor on completion of all deliveries against the award.
6.	Advance Payment Security / Guarantee
a.	No advance payment shall be made. However,If any Advance Payment is required to be made to the bidder after award of contract / framework-agreement, bidder must be capable of furnishing Security in amount equal to the advance paid as a verifiable Bank Guarantee.
b.	Inability of the bidder to furnish Advance Payment Security/Guarantee shall constitute sufficient grounds for annulment of the award and forfeiture of Performance Guarantee. 
7.	Warranty Period
a.	All goods / equipment offered by bidder must be under Warranty Guarantee from date of delivery for a period of 1 year less item in appendix I ser 21. 
b.	In Technical Proposal, bidder must specify OEM’s Warranty with duration and submit documentary proof, bidders own warranty (if applicable) and explain the mechanism for claiming / execution of warranty.
8.	Opening of Bids / Tenders.
a.	Bids will be opened on 02 May 2024 at 1100 hrs in Conference Room of COD Rawalpindi in presence of representatives of bidders. Single Stage Two Envelope Procedure as specified in PPRA Rules, will be followed for opening of the bids.
b.	To be eligible for consideration & opening the Bids/ IT Documents must comprise of two envelopes submitted simultaneously, one being the “Technical Proposal - IT For Procurement of EM EQUIPMENT 21/Normal/2023-24”and the other being “Financial Proposal - IT For Procurement of EM EQUIPMENT 21/Normal/2023-24”. Both these envelopes must be sealed separately and then enclosed together in an outer single sealed-envelope which shall be addressed to Commandant Central Ordnance Depot Rwp, Fort Rd, Rawalpindi Cantt. The outer envelop must have a written warning mentioned on it as “Not to be opened before 02 May 2024 at 1100 hrs” to obviate any chance of opening mistakenly.
c.	A third sealed envelope clearly marked in bold letters on outside of envelope “Vendor’s Profile / Qualification Documents - IT For Procurement of EM EQUIPMENT 21/Normal/2023-24” must be submitted to process registration data of the vendors in computer systems and to facilitate entry of bidder’s representatives inside COD Rwp / User Premises. This envelop should not include any documents/material other than Vendor’s Profile / Qualification and warning “Not to be opened before 02 May 2024 at 1100 hrs” should not to be mentioned on this envelope. 
[bookmark: _GoBack]d.	Commandant COD Rwp may reject any or all bids / tenders at any time prior to the acceptance of a bid / tender. COD Rwp shall, upon the request, communicate to any vendor / supplier who submitted a bid / tender, the grounds for its rejections, but is not required to justify those grounds. 
e.	If the envelopes are not sealed and clearly marked as required or incorrectly marked, COD Rwp will assume no responsibility for misplacement, premature opening or rejection of bid / IT Documents.
9.	Amendments To and Clarifications About IT Documents
a.	Before the deadline for submission of Bids, COD Rwp for any reason, whether at its own initiative or in response to external requirement/ compulsion may modify the IT Documents by issuing addenda which shall be published on PPRA Website. All such addenda, including any notice for extension in deadline for submission of bids, shall become integral part of this IT Document.
b.	Information of all addenda, clarifications, extension in bid submission date etc will also be communicated by COD Rwp, via telephone / cell-phone-message to prospective bidders who have obtained IT Documents from COD Rwp, at the contact number given by them at the time of obtaining of documents. All bidders are responsible for correctness of contact numbers given and their serviceability / availability to receive such calls/text messages.
c.	A prospective bidder requiring any clarification about IT Documents may contact COD Rwp at above mentioned address / telephone numbers and response shall be provided within three working days, provided such request for clarification is received not later than three-days-prior to last date of submission of bids.

10.	General Conditions	
a.	Invitation to Tender and/or acceptance of Bids is not to be considered as commitment to purchase on part of COD Rawalpindi. Commandant COD Rawalpindi reserves the right to reject any/ all of the offers without assigning any reason or to enter into framework agreement / issue Purchase Orders to bidders in part thereof. Decision of Commandant Central Ordnance Rawalpindi will be final in respect of acceptance/ rejection of the bids.
b.	All samples and supplies will be subject to test and inspections either by concerned inspectorates or a board of officers constituted for the purpose and any cost incurred on test/ inspections and stores consumed in the same will be borne by suppliers. COD Rwp reserves the right to demand as well as test/ inspect the sample (including destructive testing) at any time before placing of purchase orders.
c.	Successful bidders will have to complete the supplies within period as specified in the contract/ purchase orders, failing which appropriate penalty as decided by commandant Central Ordnance Depot Rawalpindi may be imposed and necessary / appropriate disciplinary action may also be taken. 
d.	During warranty period, if fault occurs in supplied stores, then supplier will be responsible to either rectify the faults communicated or get the faulty items/ assys/parts replaced with in 30 days of receipt of written information (including information, communicated through digital means) in this regard from the purchaser at the specified place which may be other than the place where the stores were earlier delivered. Detailed instructions regarding warranty will be covered in Framework-Agreement / Purchase Order.  In case supplier fails to rectify the faults or replace the faulty parts in a specified time than purchaser will have the right to take disciplinary action against the supplier and also impose penalty if considered necessary/ appropriate. 
e.	Bid samples and stores offered should be brand new, unused, as per approved specifications, drawing and stock-samples of purchaser in form, fit and function.
f.	In case of an item that has no approved sample available with COD Rwp, then a board of officers appointed for the purpose will evaluate the samples together with Technical Proposal documents decide on acceptance.
g.	Complete nomenclature, OEM, model, brand, country of origin and list of accessories accompanying the item/ stores must be mentioned in technical / financial proposals.





Annexure C
VENDOR PROFILE / QUALIFICATION INFORMATION
COD RWP IT NUMBER 21 / NORMAL / 2023-24
1.	Bidders Name:
(Name of Company / Firm / Business as indicated in registration documents must be mentioned)
2.	Bidders Principal Telephone Contact
(An active land-line and/or cell number must be provided. All messages related to bidding and subsequent contract / Purchase Orders will be communicated through this contact number. Bidder retains all responsibility for missing any communication due to non-availability or no response from the given number)
3.	Type of Business / Company / Firm: 
(Please declare and specify whether Govt, Semi-Govt, Private, Limited, Partnership / Cooperative, JV, Consortium and whiter listed on Stock Exchange or otherwise. Documentary proof must accompany the declaration).
4.	Owner / Owners :
(CNIC No, Copy of CNIC, Position/Appoint Title within the organization structure of Company/ Firm, Name, Father’s Name and in case of multiple owners / partners, information and documentation for all must be provided)
5.	Chief Executive
(CNIC No, Copy of CNIC, Position/Appoint Title within the organization structure of Company/ Firm, Name, Father’s Name must be provided)
6.	Person Authorized to Sign Bid / IT Documents, Contracts and All Related Correspondence.
(Name, CNIC, Contact Number of the person authorized by the company/firm/entity to sign the Bid / IT Documents must be mentioned and an Authority Letter in shape of Notarized Power of Attorney signed by owner (by all partners in case business is owned by multiple owners/partners) authorizing such person to sign and submit bids/IT Documents, contracts and affiliated correspondence on behalf of the company/firm/entity must be provided)
7.	Photograph and Copies of CNICs of Owners, Partners, CEO, Directors of the Firm / Company / Entity and Authorized Persons for signing the bids (duly attested) must be provided.
8.	Total Employees / Staff in the Business / Company / Firm.
(List of Names of Staff of Business / Company / Firm Staff other than Owner, Partner, CEO, Directors and mention their Name, Address, CNIC No, Contact No and Appointment within the organization. Govt entities are not required to provide this information)
9.	Year of Establishment of the Business / Company / Firm.
10.	Year of Incorporation of the Business / Company / Firm.
11.	Principal Field of Business of the Company / Firm.
12.	Physical Address of the Business / Company / Firm.
(Mention all addresses, if offices / facilities are located at more than one location. Indicate whether the Offices / Facilities are located on Owned Land or Leased. In case of Owned Landed provide documentary proof of ownership and in case of lease / rent provide copy of rent/lease agreement. Govt entities are not required to provide such proof documents)
13.	Email Address and Website of the Company / Firm / Entity.
14.	NTN Registration No. (Must Attach Copy of NTN Registration/Certificate)
15.	GST Registration No. (Must Attach Copy of NTN Registration/Certificate)
16.	SECP Registration No. (Must Attach Copy of NTN Registration/Certificate)
17.	PEC Registration No. (Must Attach Copy of NTN Registration/Certificate)
18.	DGDP, DGP(Army), DP-Navy, DP-Air, Any COD / Ordnance Depot registration (Proof and supporting document must be provided and items / equipment for which indexed / registered must be mentioned)
19.	Income Tax and GST Returns of Last Three Years (Showing Complete Details).
20.	Proof of being Active Taxpayer on ATL of FBR.
21.	Annual Revenue of the Firm / Company / Business
22.	Bank Branch, Branch Code, IBAN Account Number
(Required for Registration and Subsequent Billing. In case of multiple banks/accounts, mention each separately)
23.	Bank Statement showing last one year transactions and current balance (in case of multiple accounts, submit separate statements for each account)
24.	List of Projects Undertaken by the Business / Company / Firm in last three years and dates of their award and completion.
25.	Details of Previous Experience of Working With DGDP, Army/Navy/Air force, FC (KP), FC (Balochistan) and other LEAs. List the projects undertaken, provide name, appointment and contact number of officer overseeing such projects and attach documentary proof.
26.	If affiliated with a foreign firm / company / principal, provide complete details of the firm/company / business and documentary proof of the relationship with the foreign principal.
(Relationship with Foreign Principal is liable for verification by COD Rwp through Embassies of Pakistan / Attaché Defense Procurement offices abroad)

	Required  Details Of Foreign Firm / Principal
	Remarks

	Name of Firm
	

	Country
	

	Complete address of firm/ head office including contact person
	

	Factory(s) manufacturing facility address (if applicable) 
	

	Firm Profile / Web Address / Email
	

	Liaison office/ supporting firms address in Pakistan 
	

	Details of Works/ projects already completed in Pakistan (if any)
	

	Designated person authorized to act on behalf of Firm (Appointment, Name, CNIC / Passport No) 
	

	Banker(s) in Pakistan
	

	Registration certificate with any Defense Procurement body in Pakistan (if any) 
	





Annexure D
FINANCIAL PROPOSAL

COD RWP IT NUMBER 21 / NORMAL / 2023-24
Note: Italic text in this format is to help the bidder in filling of this proposal. Please delete the text while filling the format 
IT No: COD RWP IT NUMBER 21 / NORMAL / 2023-24
Name of Project: Purchase of EM EQUIPMENT 21/Normal/2023-24
Date of Submission of Financial Proposal: [insert date (as day, month and year) of Bid submission]
To:	Commandant Central Ordnance Depot
	Fort Road
	Rawalpindi
1.	We, the undersigned Bidder, hereby submit the second part of our Bid, the Financial Proposal. In submitting our Financial Proposal we make the following additional declarations:
a.	Prices quoted are inclusive of all taxes, duties, FE conversion rates as applicable and are valid till 30 June 2024.
b.	We have furnished Bid Security equal to 5% of estimated bid value.
c.	We understand that this Bid, together with your written acceptance thereof of our Technical Offer at the rate/price mentioned in your Letter of Acceptance, shall constitute a binding contract between us, until a formal contract/frame work agreement is prepared and/or Purchase Orders executed.
d.	Any amendment in our bid, changes to the commitments made therein and/or refusal to undertake the contract on our part, after issue of Letter of Acceptance from your side will render the Bid Security amount confiscated in favor of Central Ordnance Depot Rawalpindi.
e.	We accept to conclude a framework agreement with you if our bid is accepted and to receive Purchase Orders from multiple Ordnance Depots / Central Ordnance Depot across Pakistan and receive payment against goods / equipment delivered in response to the above mentioned Purchase Orders via various / respective CMAs (Controllers of Military Accounts) offices across Pakistan.
2.	We accept to deliver all the stores/equipment at the price quoted in this bid, DDP Incoterms at Rawalpindi, without claiming any additional transportation / handling cost.
Name of the Bidder: [insert complete name of the Bidder/Company/Firm]
Name of the person duly authorized to sign the Bid on behalf of the Bidder: [insert complete name of person duly authorized to sign the Bid and also attach notarized letter of authority from the owner/chief executive/chairman board of directors, authorizing the person to sign the bid]
Title of the person signing the Bid: [insert complete title of the person signing the Bid]
Signature of the person named above: [insert signature of person whose name and capacity are shown above]


42

Date signed [insert date of signing] day of [insert month], [insert year]
FINANCIAL PROPOSAL
(PRICE SCHEDULE)
IT No			: COD RWP IT NUMBER 21 / NORMAL / 2023-24
Name of Bidder	:Insert complete name of the Bidder/Company/Firm
Date of Submission	:Insert Date On Which Bid / IT Documents Are Being Submitted

	Ser
	Nomenclature
	A/U
	Rate
	Remarks

	1. 
	Laser Machine for Proctology and Gen Surgery
	Nos
	
	As per Specs at Appx I

	2. 
	Bed Side Monitor
	Nos
	
	

	3. 
	Drill System
	Nos
	
	

	4. 
	ACL Reamers 
	Nos
	
	

	5. 
	Butterfly IQ Portable Ultrasound with Tablet
	Nos
	
	

	6. 
	Automated Steam Sterilizer 1000 Lit
	Nos
	
	

	7. 
	Power Assisted Liposuction System Electric Console and Accys (Electric Cable, Sterilization Tray)
	Nos
	
	

	8. 
	Powered Hand Piece for Liposuction and Accys (pal Wand, Aspiration Tubing Set, Cannulas)
	Nos
	
	

	9. 
	Harmonic Ace Generator
	Nos
	
	

	10. 
	Linear Probe 
	Nos
	
	

	11. 
	Central Monitoring Sys
	Nos
	
	

	12. 
	Sled Machine 
	Nos
	
	

	13. 
	Hemodialysis Machine
	Nos
	
	

	14. 
	Point of Care Ultrasound Machine
	Nos
	
	



Annexure E
TECHNICAL PROPOSAL

COD RWP IT NUMBER 21 / NORMAL / 2023-24

Note: Italic text in this format is to help the bidder in filling of this proposal. Please delete the text while filling the format 
IT No: COD RWP IT NUMBER 21 / NORMAL / 2023-24
Name of Project:	Purchase of EM EQUIPMENT 21/Normal/2023-24
Date of Submission of Financial Proposal: [insert date (as day, month and year) of Bid submission]
To:	Commandant Central Ordnance Depot
	Fort Road
	Rawalpindi

1.	We, the undersigned Bidder, hereby submit our Technical Proposal in response to above mentioned IT.
2.	We have received/collected complete set of IT papers from COD Rawalpindi, examined them and have no reservation and/or unanswered queries, regarding the IT documents.
3.	Technical and Financial Proposals are being submitted in two separate sealed envelopes. Third envelope containing our Vendor Profile / Qualification Information is also being submitted separately.
4.	We meet the eligibility criteria for bidders as specified in IT documents and the stores/goods/equipment being offered by us conform to the Schedule of Requirements, Technical Specifications and Delivery Period, as mentioned in IT documents. We have attached all technical details including data/brochures/drawing/specifications/Country of Origin and OEM, Brand Information for evaluation of the items being offered in our bid. Sample of the Item and equipment being bidded has also been provided for technical scrutiny.
5.	In case of alternatives equivalent to the stores/good/equipment asked vide this IT are being offered, we have attached complete information to prove its compatibility with the Technical Specifications given in this IT to enable subsequent evaluation of the alternative by you. Technical specifications, breakdown of prices, delivery schedule and other relevant details for the alternatives / equivalents being offered are being provided in our Technical and Financial Proposals. Onus of any deficiency is on us.
6.	Our bid is valid till 30 June 2024.We accept to conclude a framework agreement with you if our bid is accepted and to receive Purchase Orders from multiple Ordnance Depots / Central Ordnance Depot across Pakistan and receive payment against goods / equipment delivered in response to the above mentioned Purchase Orders via various / respective CMAs (Controllers of Military Accounts) offices across Pakistan.
7.	We accept to deliver all the stores/equipment, DDP Incoterms at Rawalpindi. All equipment being offered shall be under 1 year warranty guarantee unless specified otherwise in our proposal.

Name of the Bidder: [insert complete name of the Bidder/Company/Firm]
Name of the person duly authorized to sign the Bid on behalf of the Bidder: [insert complete name of person duly authorized to sign the Bid and also attach notarized letter of authority from the owner/chief executive/chairman board of directors, authorizing the person to sign the bid]
Title of the person signing the Bid: [insert complete title of the person signing the Bid]
Signature of the person named above: [insert signature of person whose name and capacity are shown above]
Date signed [insert date of signing] day of [insert month], [insert year]

Appendix- I 

(LASER MACHINE FOR PROCTOLOGY AND GEN SURGERY)
PART–I

	Item
	Responsibility
	Remarks

	GSR NO ^_________________
	
	

	Sponsoring Dte
	
	

	Nomenclature/Title
	LASER MACHINE FOR PROCTOLOGY AND GEN SURGERY

	Cat of needed eqpt 
	
	Electro-med

	Op Need / Req

	User/Sponsoring Dte
	Laser Machine For Proctology And Gen Surgery

	a.
	Define the op need / req @

	
	

	b.
	Induction timeframe and emp concept/doctrine approved by MO Dte

	
	

	Main Task/ Reg/ Obj
	




User/Sponsoring Dte
	

	a.
	Minimum acceptable Limit of Operational Effect.
	
	

	b. 
	MaximumDesired Limit of Operational Effect.
	
	* Option 1. Max and Min acceptable rg within parameters be mentioned in part-II
* Option 2.

	Essential Parameters* (Nec to meet op req)
	
	

	Preferable Parameters* (Augmenting performance of basic task)
	
	

	Qty to be inducted with rationale
	Auth:
	
	

	
	Held:
	
	

	
	Dft/ Sur:
	
	

















(LASER MACHINE FOR PROCTOLOGY AND GEN SURGERY)
PART–II

	Parameter
	Remarks

	Design Characteristics
	

	a.
	Gen Description.
	Laser Machine For Proctology And Gen Surgery

	b.
	Physical Aspects
	[image: ]

	
	
	
	Max
	Min
	

	
	(1)
	Length
	
	
	

	
	(2)
	Width
	
	
	

	
	(3)
	Height
	
	
	

	
	(4)
	Wt
	
	
	

	c.
	Tech/ Performance Aspects *

	
	(1)
	Power Plant
	

	
	(2)
	Steering System
	

	
	(3)
	Suspension
	

	d.
	Compatibility Aspects
	-

	
	(1)
	Cptr Eqpt 
	

	
	(2)
	Integration – Held Inventory
	

	e.
	Environmental Aspects
	

	
	1
	Temp Zone/ Area
	

	
	
	
	Max
	Min
	

	
	
	(a)
	Northern Zone
	-40
	35
	

	
	
	(b)
	Southern Zone
	-10
	60
	

	
	
	(c)
	Gen Cat
	-40
	60
	

	
	2
	Humidity
	High
	Normal
	

	f.
	Spec Op Conds
	

	
	Dusty
	Humid
	Rainy
	Snow
	

	g.
	Logistic Aspects
	

	
	1.
	Repair &Maint
	

	
	
	(a)
	Fd
	Incl any repair facility that will be essentially req but not held / estb

	
	
	(b)
	Base
	

	
	
	(c)
	Req of TOT (Transfer of Technology)
	

	
	
	
	Yes
	No
	

	
	2.
	Spec Storage Conds
	spec storage cond req for eqpt

	
	
	(a)
	Fd
	

	
	
	(b)
	Dep
	

	
	
	(c)
	Misc
	

	
	3.
	Spec Tn Req
	eqpt is sensitive to shocks etc or a specific temperature is to be maint during mov

	h.
	Spec Emp Needs employment:
	Training of Equipment

	i.
	Aux Eqpt/ Assy/ Cap:-

	j.
	Fire Hazard/ Risk
	

	
	Low
	Medium 
	High
	Extremely Volatile
	



[image: C:\Users\LAVANGIN\Desktop\CEMH\1_0007.jpg]
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(DRILL SYSTEM)
PART–I

	Item
	Responsibility
	Remarks

	GSR NO ^_________________
	
	

	Sponsoring Dte
	
	

	Nomenclature/Title
	DRILL SYSTEM

	Cat of needed eqpt 
	
	Electro-med

	Op Need / Req

	User/Sponsoring Dte
	Drill System

	a.
	Define the op need / req @

	
	

	b.
	Induction timeframe and emp concept/doctrine approved by MO Dte

	
	

	Main Task/ Reg/ Obj
	




User/Sponsoring Dte
	

	a.
	Minimum acceptable Limit of Operational Effect.
	
	

	b. 
	MaximumDesired Limit of Operational Effect.
	
	* Option 1. Max and Min acceptable rg within parameters be mentioned in part-II
* Option 2.

	Essential Parameters* (Nec to meet op req)
	
	

	Preferable Parameters* (Augmenting performance of basic task)
	
	

	Qty to be inducted with rationale
	Auth:
	
	

	
	Held:
	
	

	
	Dft/ Sur:
	
	



(DRILL SYSTEM)
PART–II

	Parameter
	Remarks

	Design Characteristics
	

	a.
	Gen Description.
	Drill System

	b.
	Physical Aspects
	[image: ]

	
	
	
	Max
	Min
	

	
	(1)
	Length
	
	
	

	
	(2)
	Width
	
	
	

	
	(3)
	Height
	
	
	

	
	(4)
	Wt
	
	
	

	c.
	Tech/ Performance Aspects *

	
	(1)
	Power Plant
	

	
	(2)
	Steering System
	

	
	(3)
	Suspension
	

	d.
	Compatibility Aspects
	-

	
	(1)
	Cptr Eqpt 
	

	
	(2)
	Integration – Held Inventory
	

	e.
	Environmental Aspects
	

	
	1
	Temp Zone/ Area
	

	
	
	
	Max
	Min
	

	
	
	(a)
	Northern Zone
	-40
	35
	

	
	
	(b)
	Southern Zone
	-10
	60
	

	
	
	(c)
	Gen Cat
	-40
	60
	

	
	2
	Humidity
	High
	Normal
	

	f.
	Spec Op Conds
	

	
	Dusty
	Humid
	Rainy
	Snow
	

	g.
	Logistic Aspects
	

	
	1.
	Repair &Maint
	

	
	
	(a)
	Fd
	Incl any repair facility that will be essentially req but not held / estb

	
	
	(b)
	Base
	

	
	
	(c)
	Req of TOT (Transfer of Technology)
	

	
	
	
	Yes
	No
	

	
	2.
	Spec Storage Conds
	spec storage cond req for eqpt

	
	
	(a)
	Fd
	

	
	
	(b)
	Dep
	

	
	
	(c)
	Misc
	

	
	3.
	Spec Tn Req
	eqpt is sensitive to shocks etc or a specific temperature is to be maint during mov

	h.
	Spec Emp Needs employment:
	Training of Equipment

	i.
	Aux Eqpt/ Assy/ Cap:-

	j.
	Fire Hazard/ Risk
	

	
	Low
	Medium 
	High
	Extremely Volatile
	

	
 
	
	(4)
	Wt
	
	
	

	
	c.
	Tech/ Performance Aspects *
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	Max
	Min
	

	
	
	(a)
	Northern Zone
	-40
	35
	

	
	
	(b)
	Southern Zone
	-10
	60
	

	
	
	(c)
	Gen Cat
	-40
	60
	

	
	2
	Humidity
	High
	Normal
	

	f.
	Spec Op Conds
	

	
	Dusty
	Humid
	Rainy
	Snow
	

	g.
	Logistic Aspects
	

	
	1.
	Repair &Maint
	

	
	
	(a)
	Fd
	Incl any repair facility that will be essentially req but not held / estb

	
	
	(b)
	Base
	

	
	
	(c)
	Req of TOT (Transfer of Technology)
	

	
	
	
	Yes
	No
	

	
	2.
	Spec Storage Conds
	spec storage cond req for eqpt

	
	
	(a)
	Fd
	

	
	
	(b)
	Dep
	

	
	
	(c)
	Misc
	

	
	3.
	Spec Tn Req
	eqpt is sensitive to shocks etc or a specific temperature is to be maint during mov

	h.
	Spec Emp Needs employment:
	Training of Equipment

	i.
	Aux Eqpt/ Assy/ Cap:-

	j.
	Fire Hazard/ Risk
	

	
	Low
	Medium 
	High
	Extremely Volatile
	




[image: C:\Users\LAVANGIN\Desktop\CEMH\New folder\2.png]

	Parameter
	Remarks

	Design Characteristics
	

	a.
	Gen Description.
	1.  General Description
-	Bedside point-of-care ultrasound (POCUS) duplex scan, exemplified by devices like the Butterfly scan, is a portable imaging tool for quick diagnostic assessments.
-	Integrates both B-mode imaging and Doppler ultrasound capabilities.
2. Physical Description and Configuration:
-	Handheld and compact design for ease of use.
-	Incorporates a touchscreen interface for intuitive control.
-	Typically includes a probe with multifunctional capabilities.
3. Modes:
-	B-mode for anatomical imaging.
-	Color Doppler mode for visualizing blood flow.
-	Spectral Doppler mode for detailed velocity measurements.
4. Advanced Modes:
- 	Power Doppler mode for sensitivity to low flow.
-	 Tissue Doppler mode for assessing tissue motion.
5. Special Functions:
-	Real-time imaging and Doppler capabilities in one device.
-	Wireless connectivity for data transfer and sharing.
6. Display:
 - 	High-resolution touchscreen display for clear imaging.
- 	Multi-view options for simultaneous display of multiple scans.
7. Settings:
- 	Adjustable imaging depth and focus settings.
- 	Various preset modes for specific applications.
8. Monitoring Parameters:
-	 Real-time imaging of anatomical structures.
-	 Blood flow velocity measurements and waveforms.
9. Power Requirement:
-	Powered by rechargeable batteries.
-	USB or wireless charging options.
10. Battery Backup:
-	Extended battery life for prolonged use.
-	Quick-charging capabilities for efficient workflow.
11. Accessories:
- 	Multi-frequency probes for versatile imaging.
- 	Carrying case for portability and protection.
-	Mobile device compatibility for enhanced functionality.
12. Standard Compliance:
-	Conforms to medical device standards (e.g., ISO 13485).
-	Adheres to ultrasound safety regulations.
13. Country of Manufacture:
-	Manufactured with adherence to global quality standards.
-	Country of manufacture may vary based on brand.
14. Other Accessory Requirements:
-	Imaging gel for better acoustic coupling.
-	User manual and online resources for training and guidance.

	b.
	Physical Aspects
	

	
	
	
	Max
	Min
	

	
	(1)
	Length
	
	
	

	
	(2)
	Width
	
	
	

	
	(3)
	Height
	
	
	

	
	(4)
	Wt
	
	
	

	c.
	Tech/ Performance Aspects *

	
	(1)
	Power Plant
	

	
	(2)
	Steering System
	

	
	(3)
	Suspension
	

	d.
	Compatibility Aspects
	-

	
	(1)
	Cptr Eqpt 
	

	
	(2)
	Integration – Held Inventory
	

	e.
	Environmental Aspects
	

	
	1
	Temp Zone/ Area
	

	
	
	
	Max
	Min
	

	
	
	(a)
	Northern Zone
	-40
	35
	

	
	
	(b)
	Southern Zone
	-10
	60
	

	
	
	(c)
	Gen Cat
	-40
	60
	

	
	2
	Humidity
	High
	Normal
	

	f.
	Spec Op Conds
	

	
	Dusty
	Humid
	Rainy
	Snow
	

	g.
	Logistic Aspects
	

	
	1.
	Repair &Maint
	

	
	
	(a)
	Fd
	Incl any repair facility that will be essentially req but not held / estb

	
	
	(b)
	Base
	

	
	
	(c)
	Req of TOT (Transfer of Technology)
	

	
	
	
	Yes
	No
	

	
	2.
	Spec Storage Conds
	spec storage cond req for eqpt

	
	
	(a)
	Fd
	

	
	
	(b)
	Dep
	

	
	
	(c)
	Misc
	

	
	3.
	Spec Tn Req
	eqpt is sensitive to shocks etc or a specific temperature is to be maint during mov

	h.
	Spec Emp Needs employment:
	Training of Equipment

	i.
	Aux Eqpt/ Assy/ Cap:-

	j.
	Fire Hazard/ Risk
	

	
	Low
	Medium 
	High
	Extremely Volatile
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	Parameter
	Remarks

	Design Characteristics
	

	a.
	Gen Description.
	1. Chamber rail / Trail system for loading and removing of load from chamber should be made of AISI 304 SS in a reinforced structure. Solid SS rod of thickness 4-5mm should be used for this structure. Smooth roller casters should be present of size 25mm made of silicon.
2. Unit should be installed with dual (pre and post) vacuum system. Vacuum system should be comprised of vacuum injector (Venturi) and a waterless pump.
3. Sterilizer should have a HEPA filter assisted air intake system to produce a proper drying of sterile items. 
4. RO water saving strategies should be present in sterilizer. 
5. Steam generator should be made ofSS 316 with thickness of 6mm. An outer insulation should be present of glass wool and galvanized sheet to avoid heat loss. 
6. Electric heaters should be available for swift steam production in generator. Capacity of heating elements should meet the production of steam required for 600L-1000L sterilizer.
7. Automatic feeding pump for water feeding in steam generator should be available and controlled with auto water level sensors.
8. Overpressure safety valve should be available (Pneumatic safety valves)
9. A built-in printer should be present to provide procedure validation reports. 

	b.
	Physical Aspects
	

	
	
	
	Max
	Min
	

	
	(1)
	Length
	
	
	

	
	(2)
	Width
	
	
	

	
	(3)
	Height
	
	
	

	
	(4)
	Wt
	
	
	

	c.
	Tech/ Performance Aspects *

	
	(1)
	Power Plant
	

	
	(2)
	Steering System
	

	
	(3)
	Suspension
	

	d.
	Compatibility Aspects
	-

	
	(1)
	Cptr Eqpt 
	

	
	(2)
	Integration – Held Inventory
	

	e.
	Environmental Aspects
	

	
	1
	Temp Zone/ Area
	

	
	
	
	Max
	Min
	

	
	
	(a)
	Northern Zone
	-40
	35
	

	
	
	(b)
	Southern Zone
	-10
	60
	

	
	
	(c)
	Gen Cat
	-40
	60
	

	
	2
	Humidity
	High
	Normal
	

	f.
	Spec Op Conds
	

	
	Dusty
	Humid
	Rainy
	Snow
	

	g.
	Logistic Aspects
	

	
	1.
	Repair &Maint
	

	
	
	(a)
	Fd
	Incl any repair facility that will be essentially req but not held / estb

	
	
	(b)
	Base
	

	
	
	(c)
	Req of TOT (Transfer of Technology)
	

	
	
	
	Yes
	No
	

	
	2.
	Spec Storage Conds
	spec storage cond req for eqpt

	
	
	(a)
	Fd
	

	
	
	(b)
	Dep
	

	
	
	(c)
	Misc
	

	
	3.
	Spec Tn Req
	eqpt is sensitive to shocks etc or a specific temperature is to be maint during mov

	h.
	Spec Emp Needs employment:
	Training of Equipment

	i.
	Aux Eqpt/ Assy/ Cap:-

	j.
	Fire Hazard/ Risk
	

	
	Low
	Medium 
	High
	Extremely Volatile
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(HARMONIC ACE GENERATOR
PART–II

	Parameter
	Remarks

	Design Characteristics
	

	a.
	Gen Description.
	Harmonic ACE Generator

	b.
	Physical Aspects
	[image: ]
[image: ]

	
	
	
	Max
	Min
	

	
	(1)
	Length
	
	
	

	
	(2)
	Width
	
	
	

	
	(3)
	Height
	
	
	

	
	(4)
	Wt
	
	
	

	c.
	Tech/ Performance Aspects *

	
	(1)
	Power Plant
	

	
	(2)
	Steering System
	

	
	(3)
	Suspension
	

	d.
	Compatibility Aspects
	-

	
	(1)
	Cptr Eqpt 
	

	
	(2)
	Integration – Held Inventory
	

	e.
	Environmental Aspects
	

	
	1
	Temp Zone/ Area
	

	
	
	
	Max
	Min
	

	
	
	(a)
	Northern Zone
	-40
	35
	

	
	
	(b)
	Southern Zone
	-10
	60
	

	
	
	(c)
	Gen Cat
	-40
	60
	

	
	2
	Humidity
	High
	Normal
	

	f.
	Spec Op Conds
	

	
	Dusty
	Humid
	Rainy
	Snow
	

	g.
	Logistic Aspects
	

	
	1.
	Repair &Maint
	

	
	
	(a)
	Fd
	Incl any repair facility that will be essentially req but not held / estb

	
	
	(b)
	Base
	

	
	
	(c)
	Req of TOT (Transfer of Technology)
	

	
	
	
	Yes
	No
	

	
	2.
	Spec Storage Conds
	spec storage cond req for eqpt

	
	
	(a)
	Fd
	

	
	
	(b)
	Dep
	

	
	
	(c)
	Misc
	

	
	3.
	Spec Tn Req
	eqpt is sensitive to shocks etc or a specific temperature is to be maint during mov

	h.
	Spec Emp Needs employment:
	Training of Equipment

	i.
	Aux Eqpt/ Assy/ Cap:-

	j.
	Fire Hazard/ Risk
	

	
	
	



	
	Low
	Medium 
	High
	Extremely Volatile
	


















(LINEAR ARRAY PROBE)
PART–I

	Item
	Responsibility
	Remarks

	GSR NO ^_________________
	
	

	Sponsoring Dte
	
	

	Nomenclature/Title
	LINEAR ARRAY PROBE

	Cat of needed eqpt 
	
	Electro-med

	Op Need / Req

	User/Sponsoring Dte
	Linear Array Probe

	a.
	Define the op need / req @

	
	

	b.
	Induction timeframe and emp concept/doctrine approved by MO Dte

	
	

	Main Task/ Reg/ Obj
	




User/Sponsoring Dte
	

	a.
	Minimum acceptable Limit of Operational Effect.
	
	

	b. 
	MaximumDesired Limit of Operational Effect.
	
	* Option 1. Max and Min acceptable rg within parameters be mentioned in part-II
* Option 2.

	Essential Parameters* (Nec to meet op req)
	
	

	Preferable Parameters* (Augmenting performance of basic task)
	
	

	Qty to be inducted with rationale
	Auth:
	
	

	
	Held:
	
	

	
	Dft/ Sur:
	
	



 (LINEAR ARRAY PROBE)
PART–II
GSR No 15
	Parameter
	Remarks

	Design Characteristics
	

	a.
	Gen Description.
	Linear Array Probe

	b.
	Physical Aspects
	1) Linear Array Probe transducer compatible with sonosite M-Turbo Ultrasound Machine.
2) Catalogue no. HFL-38x/13-6 MHz
3) Scan Depth of 6 cm
4) Frequency 6 – 13 MHz
5) Usable for Venous, Musculoskeletal, nerves, small tissues visualization for various procedure
6) Linear probe with good quality connection fiber compatible with sonosite M-Turbo Machine with interlocks
7) Operation/Storage Environment:
a) Operation Temperature 100C – 400C
b) Operation Humidity 
c) 15% - 95% RH
d) Operation Altitude
e) 700 – 1060 mbar
f) Storage Temperature
g) -100C – 600C
h) Storage Humidity 
i) 20% - 95% RH
8) Classification by EC directive 93/42/EEC:  Class IIb
9) Protection Class / Type Class I / Type CF
Linear Probe with good quality connecting fiber compatible with sonosite M-Turbo Machine with interlocks

System should be operable at 220 VAC +10% 50Hz
USA, UK, Westren Europe, Japan

System must be FDA (Approved) or CE (MDD) marked

Firm should be responsible for the installation / commissioning of the eqpt free of cost
1) 05 year warranty / guarantee starting from the date of installation / commissioning of the eqpt
2) Spare parts supply for 10 years 
3) The equipment should be of the latest model with recent manufacturing
4) The equipment has to be demonstrated before clearance of TSR

	
	
	
	Max
	Min
	

	
	(1)
	Length
	
	
	

	
	(2)
	Width
	
	
	

	
	(3)
	Height
	
	
	

	
	(4)
	Wt
	
	
	

	c.
	Tech/ Performance Aspects *

	
	(1)
	Power Plant
	

	
	(2)
	Steering System
	

	
	(3)
	Suspension
	

	d.
	Compatibility Aspects
	-

	
	(1)
	Cptr Eqpt 
	

	
	(2)
	Integration – Held Inventory
	

	e.
	Environmental Aspects
	

	
	1
	Temp Zone/ Area
	

	
	
	
	Max
	Min
	

	
	
	(a)
	Northern Zone
	-40
	35
	

	
	
	(b)
	Southern Zone
	-10
	60
	

	
	
	(c)
	Gen Cat
	-40
	60
	

	
	2
	Humidity
	High
	Normal
	

	f.
	Spec Op Conds
	

	
	Dusty
	Humid
	Rainy
	Snow
	

	g.
	Logistic Aspects
	

	
	1.
	Repair &Maint
	

	
	
	(a)
	Fd
	Incl any repair facility that will be essentially req but not held / estb

	
	
	(b)
	Base
	

	
	
	(c)
	Req of TOT (Transfer of Technology)
	

	
	
	
	Yes
	No
	

	
	2.
	Spec Storage Conds
	spec storage cond req for eqpt

	
	
	(a)
	Fd
	

	
	
	(b)
	Dep
	

	
	
	(c)
	Misc
	

	
	3.
	Spec Tn Req
	eqpt is sensitive to shocks etc or a specific temperature is to be maint during mov

	h.
	Spec Emp Needs employment:
	Training of Equipment

	i.
	Aux Eqpt/ Assy/ Cap:-

	j.
	Fire Hazard/ Risk
	

	
	Low
	Medium 
	High
	Extremely Volatile
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ITEM REQUIRED

SPECIFICATION

1

2

'DIODE LASER SYSTEM
WITH FOOT SWITCH FOR:

PROCTOLOGY

GENERAL
SURGERY

o
UFTING
upo

WR

Wavelength: 14700 £100m

Output Power: 01- 15W (+10%)

stof Output power: $10%

Rp of Output power: $10%

0:«14&«-1 Mpz'mﬂl, Single Pulse, Repeat Pulse/ Burst ulse
Working beam: < 25°

‘Aiming beam: < 25°

Puise width: 104 - 105

Pulse repetition rate: 0.05Hz - 50 KHz

Operation interface: C

Power supply: ~100 - 240V, 50 - 60Hz, 350VA

Safety classification: Class Type D

Core
Cooling: Al
FUSE: F5AH250VP

Radial ibers .05 200-600 micron
~Conical fibers .05~ 200-600 micron
-Bonefiber .05 200-600 micron
‘Waterproof level: IPXL

Footswitch Waterproof level; X8
safety Compliance: CE 0197

‘Application systems: Fiber core diameter 2400um, NA 20.22, With
SMA0S connector, Before use must seril, CE Marking
Transmission system;: Contact:ibers of 400um, 600w and 1000
with SMA90S connector; Non-contact ibers and tips

Alming beams Diode laser of 650nm, power <2mW, adjustable
brightness.

Operating Environment: Temperature is 5°C~40°C, relative humidity is
less than 80%, and atmospheric pressure is 860hPa™1060hPa.

Storage Environment: Temperature is -20°C50°C, relative humidity is
llss than 80%, and atmospheric pressure is SO0hPa~1060hPa.
Assembled in (Origin): China
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BED SIDE MONITOR!
PART-I

@
=

Item

Responsibility

Remarks

GSRNO

Sponsoring Dte

Nomenclature/Title

BED SIDE MONITOR

Cat of needed eqpt

R RERRN

Electro-med

Op Need / Reg

a. | Define the op need / req @

approved by MO Dte

b. | Induction timeframe and emp concept/doctrine

User/Sponsoring Dte

Bed Side Monitor

6. Main Task/ Reg/ Obj

a. Minimum acceptable Limit of Operational
Effect.
b. MaximumDesired Limit of Operational Effect.

)

Essential Parameters* (Nec to meet op req)

8. | Preferable Parameters* (Augmenting performance

User/Sponsoring Dte

* Option 1. Max and
Min acceptable rg
within parameters be

of basic task mentioned in part-ll
) * Option 2.

9. | Qtytobeinducted | Auth:

with rationale Held:

Dft/ Sur:
GENERAL STAFF REQUIREMENT
EOR
(BED SIDE MONITOR)
PART-II
Ser Parameter Remarks

10. | Design Characteristics

a. | Gen Description.

Bed Side Monitor

b. | Physical Aspects

.

N, Sl SR b

8.

Specification

Plug in Patient Monitor (Modular)

15" touchscreen high resolution color TFT LCD display
Real-time S-T segment analysis, pace-maker detection
Lasting working capability with built-in rechargeable lithium
battery

Efficient resistance to interference of defibrillator and HF knife
Wire/wireless central monitoring system applicable to
ICU/CCU/OR

400 groups of NIBP list, 6000 second ECG waveform recall, 7-
day trend chart in storage

Support solution: Wall bracket, mobile trolley

Standard Configuration with 5 parameters:

Spo2
PR





image3.jpeg
NIBP

ECG

RESP

TEMP

Touch screen

Standard Configuration with 7 parameters:
Spo2

PR

NIBP

ECG

RESP

TEMP

Touch screen

NellcorSpo2

2-1BP

ETCO2

Monitor recorder

Country of origin Europe, Germany, Japan

Max Min

(1) | Length

(2) | Width

(3) | Height

(4) | Wt

Tech/ Performance Aspects *

(1) | Power Plant

(2) | Steering System

(3) | Suspension

Compatibility Aspects =

(1) | Cptr Eqpt

(2) | Integration — Held Inventory

Environmental Aspects

1 Temp Zone/ Area
Max | Min
(a) Northern | -40 | 35
Zone
(b) Southern | -10 | 60
Zone
() GenCat | -40 | 60
2 Humidity | High Normal

Spec Op Conds

Dusty [ Humid [Rainy | Snow

Logistic Aspects

1 Repair &Maint

(a) Fd Incl any repair facility that will be essentially req but not held / estb
(b) Base !

(c) Req of TOT (Transfer of
Technology)

Yes [ No

2. Spec Storage Conds spec storage cond req for eqpt
(a) Fd

(b) Dep
(c) Misc

3. Spec Tn Req eqpt is sensitive to shocks etc or a specific temperature is to be maint
during mov

Spec Emp Needs employment: Training of Equipment

Aux Eqpt/ Assy/ Cap:-

Fire Hazard/ Risk

Low Medium High Extremely
Volatile
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8. Cannulated Bone Drill, diameter 7 mm
9. Cannulated Bone Drill, diameter 8 mm
10. Cannulated Bone Drill, diameter 9 mm
11. Cannulated Bone Drill, diameter 10 mm
12. Cordless drill system ,
a. Drill Hand Piece, hand plece Battery Lid, battery charger , Battery ,
Universal chuck 8 mm cannulation, Universal key , A ansfer . It

should be equipped and compatible with multiple adopters
coupling, flexible reamer coupling , triple reamer coupling
b. Oscillating Saw hand piece, Hand piece Betbly ol
battery, Saw blades, sterilization container.

Dated L\\Jan 2024
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ACL REAMERS

PART-l
Ttem Responsibility Remarks
GSRNO™

Sponsoring Dte

Nomenclature/ Title ACL REAMERS
Cat of needed eapt Electro-med
Op Need | Req User/Sponsoring Die

@ | Define the op need / req @

b._ [ Tnduction imeframe and emp
conceptidodtrine approved by MO
Dte

Main Task/ Reg/ Obj
a Minimum acceptable Limit of

Operational Effect

b | MaximumDesired Limit of
Operational Effect

Option 1 Max and Min
acceptable rg within

Essential Parameters™ (Nec fo meet

User/Sponsoring Dte | parameters be mentioned in

op req) part-Il
Preferable Parameters™ (Augmenting *Option 2
performance of basic task)
Qty tobe inducted | Auth.
with rationale Held'
Dft/ Sur.
GENERAL STAFF REQUIREMENT
FOR
ACL REAMERS
PART=I
Parameter Remarks
Design Characienistics
[ Gen Description. ACL Reaming Set
b- | Bhysical Asy Cannulated Bone Drill, diameter 7 mm
Cannulated Bone Drill, diameter 8 mm
Cannulated Bone Drill, diameter © mm
Cannulated Bone Drill, diameter 10 mm
Max Win
) | tengin
) [Widh
(3 | Heignt
@ [wt

Tech/ Performance Aspects *

(1) | Power Plant

(2) [ Steering System

(3) [ Suspension

Compatibility Aspects

(1) | Cptr Eqpt

(2) [ Integration — Held Inventory

Environmental Aspects

1 [ TempZone/ Area
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(BUTTERFLY 1Q PORTABLE UL TRASOUNDWith Tablet

a | Define the op need / req @

b. [ Induction timeframe and emp
conceptidoctrine approved by MO

PART—[
Item Responsibility Remarks

GSRNO™

Sponsoring Dte

Nomenclature/ Title Butterfly 1 Portable Ultrasound with Tablet
Cat of needed eapt Electro-med

Obp Need | Req User/Sponsoring Die | Butterfly IQ Portable

Ultrasound with Tablet

Dte
Main Task/ Reg/ Obj
a Minimum acceptable Limit of

Operational Effect

b, | MaximumDesired Limit of
Operational Effect

Essential Parameters” (Nec fo meet
op req)

Preferable Parameters™ (Augmenting
performance of basic task)

Qty tobe inducted [ Auth-
with rationale Held'
Dft/ Sur.

User/Sponsoring Dte

Option 1 Max and Min
acceptable rg within
parameters be mentioned in
partIl

*Option 2

(BUTTERFLY 1Q PORTABLE ULTRASOUND with Tablet
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(AUTOMATED STEAM STERILIZER 1000 Lit )

PART-I
Ser | ltem Respon: ty Remarks
1 GSRNO ™",
2| Sponsoring Die
3 Nomenclature/Title AUTOMATED STEAM STERILIZER 1000 Lit
4 Cat of needed egpt Electro-med
5 | OpNeed/Req User/Sponsoring Dte | Automated Steam Sterilizer
1000 Lit
a. | Define the op need / req @
b. | Induction timeframe and emp
concept/docirine approved by MO
Dte

6. Main Task/ Obj

a Minimum acceptable Limit of

Operational Effect.
b. MaximumDesired Limit of * Option 1. Max and Min
Operational Effect. acceptable rg within

7 | Essential Parameters® (Nectomeet | User/Sponsoring Dte parameters be mentioned in

op req) partll
B | Preferable Parameters” (Augmenting * Option 2

performance of basic task)
9. [Qtytobeinducted | Auth:

with rationale Held

Dft/ Sur.

(AUTOMATED STEAM STERILIZER 1000 Lit)

PART-II
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(POWER ASSISTED LIPOSUCTION SYSTEM ELECTRIC CONSOLE AND ACCESSORIES (ELECTRIC
CABLE, STERILIZATION TRAY)

PART-|
Ser | Item Responsibility Remarks
1. | GSRNO”?
2 Sponsoring Dte
3. Nomenclature/Title Power Assisted Liposuction System Electric Console and
Accessories (Electric Cable, Sterilization Tray
4. | Cat of needed egpt Electro-med
5. | Op Need/Req User/Sponsoring Dte Power Assisted Liposuction

System Electric Console and

a. | Define the op need / req @

Accessories (Electric Cable,
Sterilization Tray

b. | Induction timeframe and emp
concept/doctrine approved by MO

Dte
6. | Main Task/ Reg/ Obj
a. Minimum acceptable Limit of
Operational Effect.
b. MaximumDesired Limit of * Option 1. Max and Min
Operational Effect. acceptable rg within
7. | Essential Parameters* (Nec to meet User/Sponsoring Dte parameters be mentioned in
op req) part-ll
8. | Preferable Parameters* (Augmenting * Option 2.
performance of basic task)
9. | Qtyto beinducted | Auth:

with rationale Held:

Dft/ Sur:

GENERAL STAFF REQUIREMENT

FOR
(POWER ASSISTED LIPOSUCTION SYSTEM ELECTRIC CONSOLE AND ACCESSORIES (ELECTRIC CABLE,
STERILIZATION TRAY)
PART-Il
GSR No 16 (A)
Ser Parameter Remarks
10. | Design Characteristics

a. | Gen Description. Power Assisted Liposuction System Electric Console and Accessories
(Electric Cable, Sterilization Tray
b. | Physical Aspects The system should have followed or better Features &

Specifications:

System should be committed to empowering surgeons by designing
and manufacturing high-quality surgical solutions. Demonstrating this
commitment, system should be upgraded to meet the increased
demands of today's liposuction cases. The system should have an
optimized fluid seal, more uniform force distribution, and a re-designed
drivetrain — together these updates significantly reduce component
wear & tear and corrosion inside the handpiece.





image9.jpeg
1. The Console should control two Handpieces at once. Speed
can be controlled on the touchscreen interface or on the Handpiece.

2. Infiltration Pump for Liposuction
The system should have followed or better Features & Specifications:

The Infiltration Pump should be activated from the Handpiece.
Specifications:

Pump Type:  Peristaltic

Maximum Flow Rate:atleast 1,150 mL/min

Output Torque: atleast 175 o0z-in

Weight: 9.3 Ib (4.2 kg) or less

Protection Against Electric Shock: Class | Grounded Equipment with
Type BF Applied Part

Liquid Ingress Rating: IPX1

Features:

Custom electronic controls to ensure consistent flow at low speeds

An internal cooling fan to prevent motor overheating

Universal input power supply compatible with USA and international AC
power sources

Interlock circuits that stop movement when the pump head is opened

A pump head that accepts all types of infiltration tubing with a 2.4mm
wall thickness

Electric Console that Provides power to Handpiece. Simple touch
screen interface which can Controls two hand pieces at once.

Should be Integrates with the main System to activate the peristaltic
pump from the Handpiece. Custom electronic controls that ensure
consistent flow at low speeds and a cooling fan prevents overheating of
the motor from heavy use. Infiltration Tubing which eliminates
obstructions with a large-bore design and smooth connections.
Infiltration Tubing should be designed to work with the Infiltration Pump
to eliminate obstructions with a large-bore design and smooth
connections.

2. Sterilization Tray which Accommodates two hand pieces,
electric cable, and up to ten Connects Components which are
autoclavable

» Certifications: CE/ ISO/ FDA
> Should have Warranty Period of 01 Year
> _Country of Origin: USA, Western Europe, Japan

Max

(1)

Length

(2)

Width

(3)

Height

(4)

Wt

(1)

Tech/ Performance Aspects *

Power Plant

()

Steering System

(3)

Suspension

(1)

Compatibility Aspects

Cptr Egpt

(2)

Integration — Held Inventory

1

. | Environmental Aspects

Temp Zone! Area

Max

Min

(a) Northern
Zone

-40

35

(b) Southern
Zone

-10

60
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(©] GenCat [-40 |60

2 Humidity | High Normal

Spec Op Conds

Dusty | Humid [ Rainy | Snow

Logistic Aspects

14 Repair &Maint
(a) Fd Incl any repair facility that will be essentially req but not held / estb
(b) Base
(c) Req of TOT (Transfer of
Technology)
! Yes [ No
2. Spec Storage Conds spec storage cond req for eqpt
(@ Fd
(b) Dep
(c) Misc
3. Spec Tn Req eqgpt is sensitive to shocks etc or a specific temperature is to be maint
during mov
Spec Emp Needs employment: Training of Equipment
Aux Eqpt/ Assy/ Cap:-
Fire Hazard/ Risk
Low Medium High Extremely
Volatile
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(POWERED HAND PIECE AND ACCESSORIES (PAL WAND, ASPIRATION TUBING SET,

CANNULAS)
PART-I
Ser | ltem Responsibility Remarks
1. | GSRNOA
2, Sponsoring Dte
3. | Nomenclature/Title POWERED HAND PIECE AND ACCESSORIES (PAL
WAND, ASPIRATION TUBING SET, CANNULAS
4. | Cat of needed egpt Electro-med
5. | Op Need / Req User/Sponsoring Dte Powered Hand Piece and
Accessories (Pal Wand,
a. | Define the op need / req @ Aspiration Tubing Set,
Cannulas
b. | Induction timeframe and emp
concept/doctrine approved by MO
Dte

6. | Main Task/ Reg/ Obj

a. Minimum acceptable Limit of

Operational Effect.
b. MaximumDesired Limit of * Option 1. Max and Min
Operational Effect. - acceptable rg within

7. | Essential Parameters* (Nec to meet User/Sponsoring Dte parameters be mentioned in

op req) part-ll
8. Preferable Parameters* (Augmenting * Option 2.

performance of basic task)
9. | Qtytobeinducted | Auth:

with rationale Held:

Dft/ Sur:

GENERAL STAFF REQUIREMENT

EFOR
(POWERED HAND PIECE AND ACCESSORIES (PAL WAND, ASPIRATION TUBING SET,
CANNULAS)
PART-II
Ser Parameter Remarks
10. | Design Characteristics
a. | Gen Description. Powered Hand Piece and Accessories (Pal Wand, Aspiration
Tubing Set, Cannulas
b. | Physical Aspects The system should have followed or better Features &

Specifications:

A The harvesting handpiece should be a powerful precision
instrument designed for small or large volume fat extraction, body
contouring, and fat harvesting. Reciprocation increases control, helping
the surgeon gently guide the cannula with greater accuracy, even
through dense fibrous tissue. The result is a faster procedure, less
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Low

Medium

High

Extremely
Volatile





image13.png
(HARMONIC ACE GENERATOR

PART-I
Tem Responsibility Remarks
GSRNO™
Sponsoring Dte
Nomenclature/Title HARMONIC ACE GENERATOR
Caf of needed eapt Electromed
Ob Need | Req User/Sponsoring Die | Harmonic ACE
Generator/Vessels Sealer

a | Define the op need / req @

b. [ Induction timeframe and emp
conceptidoctrine approved by MO
Dte

Energy Source Device

Main Task/ Reg/ Obj

a | Minimum acceptable Limit of
Operational Effect

b, | MaximumDesired Limit of
Operational Effect

Essential Parameters” (Nec fo meet
op req)

Preferable Parameters™ (Augmenting
performance of basic task)

Qty tobe inducted [ Auth-

with rationale Held:

Dft/ Sur.

User/Sponsoring Dte
partIl
*Option 2

~Option 1 Max and Min
acceptable g within
parameters be mentioned in
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Product Specifications

Brand

Ambient Operating
Humidity

Ambient Atmospheric
Pressure Range

Ambient Operating

Temperature

Main Fuses

Main Input:

Model No

Ethicon

30%-75% non-
condensing

700 hPa-1060 hPa

59 DegreeF-80.6
DegreeF,15 DegreeC-
27 DegreeC

T5AL 250 V (Time-
delay,5 Amp,glass
body,5x20mm package
size,quantity: 2)

100-240 V,50/60
Hz,500 VA

GEN-11
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Dimensions (Generatol
« Height: 7.5in (13.6 cm)
« Width: 14.8 in (35.5 cm)
« Depth: 13.7 in (35 cm)
« Weight: 13 Ibs (5.9 kg)
Dimensions (Cart):
« Height: 37.5in (95.3 cm)
* Width: 22.1in (56.2 cm)
« Depth: 18.9 in (48 cm)
« Weight: 37 Ibs (16.8 kg)
Dimensions (Footswitch):
« Height: 4.11in (10.4 cm)
« Width: 13.45in (34.2 cm)
« Depth: 7.5in (19 cm)
* Weight: 8 Ibs (3.6 kg)
Enseal Output
« Bipolar, no neutral electrode required
+ 100 VAC RMS maximum
« 135 watts maximum (rated load 15 ohms, unless
otherwise specified in the instrument IFU)
« 300 - 490 kHz (330 kHz, unless otherwise specified
in instrument IFU)
Harmonic Output
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GENERAL STAFF REQUIREMENT

FOR
(CENTRAL MONITORING SYSTEM)
PART-I
Ser | ltem Responsibility Remarks
1. | GSRNO”
2 Sponsoring Dte
3. Nomenclature/Title Central Monitoring System
4. Cat of needed egpt Electro-med
5. Op Need / Req

User/Sponsoring Dte Central Monitoring System

a. | Define the op need / req @

b. | Induction timeframe and emp
concept/doctrine approved by MO
Dte

6. Main Task/ Reg/ Obj

a. Minimum acceptable Limit of
Operational Effect.

b. MaximumDesired Limit of
Operational Effect.

* Option 1. Max and Min
acceptable rg within

7. Essential Parameters* (Nec to meet
op req)

User/Sponsoring Dte parameters be mentioned in
part-ll

8. Preferable Parameters* (Augmenting
performance of basic task)

* Option 2.

9. Qty to be inducted Auth:
with rationale Held:
Dft/ Sur:
GENERAL STAFF REQUIREMENT
EOR
(CENTRAL MONITORING SYSTEM)
PART-II
Ser Parameter Remarks -
10. | Design Characteristics

a. | Gen Description.

Central Monitoring System

b. | Physical Aspects

Safety: Meet the IEC60950 requirements defined ITE equipment, and
comply
with CE low voltage directives (LVD) and EMC directives

Operation Environment:
Power Requirement: AC Power 100 - 127/200- 240V 6A/3A DC

Waveform: ECG (I. I, lll, aVR, aVL, aVF, V1, V6), PLETH, RESP, Co2,
IBP -

Parameters:

HR, ST (I, Il, lll, aVR, aVL, aVF, V1 - V6) PR, PVCS, NIBP, IBP,

Sp02, PR.TEMp EtC02

Trace: Up to 64- waveform presentation Sweep speed 6.25mm/s,
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12.5mm/s, 50mm/s
Indicator: Alarm sound, Alarm text information

Alarm: User adjustable High and Low limits; 3 - level audible And
visual alarm

View bed: All waveform presentation for one patient 4 hours of
dynamic short trend display for all parameters Multi - leads ECG
waveform display

Connected bedside number: Up to 64 bedside monitors

Record Contents:

8/16/32 real time recording

Real- time continuous waveform recoding

Max Min

(1) | Length

(2) | Width

(3) | Height

(4) | Wt

c. | Tech/ Performance Aspects *
(1) | Power Plant

(2) | Steering System

(3) | Suspension

d. | Compatibility Aspects

| (1) | Cptr Eqpt

(2) | Integration — Held Inventory

| e. | Environmental Aspects

1 Temp Zone/ Area
Max | Min
(a) Northern | -40 | 35
Zone
(b) Southern | -10 | 60
Zone
(c) GenCat [ -40 |60
2 Humidity | High Normal

f. | Spec Op Conds
Dusty | Humid [ Rainy | Snow

9. | Logistic Aspects

1. Repair &Maint

a) Fd Incl any repair facility that will be essentially req but not held / esto
(b) Base
() Req of TOT (Transfer of
Technology)
Yes [ No
2., Spec Storage Conds spec storage cond req for eqpt
(a) Fd
(b) Dep
(c) Misc
3. Spec Tn Req eqpt is sensitive to shocks etc or a specific temperature is to be maint

during mov

h. | Spec Emp Needs employment:

Training of Equipment

i. | Aux Eqpt/ Assy/ Cap:-

j. | Fire Hazard/ Risk

Volatile

Low | Medium | High Extremely

11. Auth for Approval:

12. GSR No Altd (para 4d (3) of SOP ref)
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GENERAL STAFF REQUIRMENT
EOK
(SLED MACHINE)

SPECIFICATIONS
Advanced Machine for dialysis

Available therapies: or».ﬁr?e Haemodiafiltration (OLHDF), Hemofiltration (HF) &
Hemodialysis (HD)

Online priming

Treatment timiz upto 24 hours or' more with single kit for’SLEDD and EDD-f
treatments. ; :

Dialysa:e ‘flow range from 100 — 1000 mi/min or’ more

Ar'F-naI blood pump flow range 30 to 600 ml/m[n

f-..:tomatlc and optimal adaptation of dlalys-le flow according to the effective
blood flow. "

Automatic standby flow of 100/150 mlymin (HD/HDF) during preparation and
reinfusion

Centralized operation with 14" or.bigger high resolution TFT / LCD touch dispiay,
prefe}ably rotatable.

Friendly interface, easy to cperate and automated workflows.
Non-invasive anerlal.pmssure monitoring

The dialysis dose (KT/V) online monitoring during the dialysi

targeted time cf goal achievement, dispiay of blood clearang@,dﬁnng dialysis and
the dlsplay(,nf‘ﬁanenl plasma sodium concentration
Aulcm"’&w:ontrol of substitution volumes

Autqi atic regulation of core bedy temperature thr—\ugh built-in module.
la recirculation measurement

Arterial line clamp, venous line clamp, air bqfrblé detector and optical detector
Endotoxin retention filters

2 facility

Dry powder bicarbonate mixing mody
2

Ultrafiltration rate 200 —~ 4,000 mt#} steps of 10mL)

Blood Pressure Managament(,!;PM) with graphical display
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XX.
XXI.  Fully, ,\’a",*}tomatlc thermo-chemical disinfection ~at’ 80 degree C or’ above

temperature,
XXIl.  Cleaning programs including Heat rinsing and Rinse
XX1i1.  The machine should be CE marked.
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GENERAL STAFF REQUI IV'E.VT
jHAEMODIALYSIS MA v'NNE[

SEECIFICATIONS
Haemodialysis Machine

The machine should have the following key features.

I Color graphical TFT/LCD disgiay of 10° or’ bigger
Il Electronic control of dialy ate flow between 300 to 800 ml/min or more;

Il Electronic control of blood flow between 50 to 600 ml/min

IV.  Blood pump occlusion adjustment up to 10mm for both the aduit ‘and pediatric blood

lines

V. Arterial pressure monitoring and Venous Pressure Monitoring with graphical display
VI Progre.mmable Heparin pump from 0-10 ml/hr and w»'h multiple bolus options
VI Ults asonlc Air Bubble Detection with no Dossmnity of bypass/override for patient
\;afety
/lit  Optical detector in extracorporeal clrcui'n’briﬁlood detection
\@JX. Electronic adjustment of blood level irg?gnous chamber
g X.  Programmable Ultrafiltration rates-/ffom 200 to 4000 liter /hr
XI. Variable Temperature adjustrrient from 35 to 39 degree C
Xli.  Fully automatic thermo-chemical disinfection at 80 degree C or' above iemperature
XMl Availability of Sodium .(Na) and Ultrafiltration (UF) profiling
XIV.  Conductivity display range from 13.0 to 15.5 mS/cm with the step of 0.1 mS/icm
XV. Endotoxin reterition filter
XVL. Automatic. lood pressure management (BPM), with autématic program options
XVIL. Bunlt-"?“aattery backup with 15 minutes or' more
XVIIl.  The“online monitoring of dialysis dose (online KT/V monitoring) during the dialysis
" session, remaining time display to achieve the goal, display of clearance (mi/min)
during dialysis
SAIX, Display of plasma sodium concentr f/\ﬁ
XX, The machine should be CE m(:ga.i\:,ed.
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GENERAL STAFF REQUIPMENT

(POINT OF CARE ULTRASOLND MACHINE)

J-:CIFICATIONS
Point of Care Ultrasound Machine

The machine should héve the following key features.

. B Mode
Il. M Mode
Il Color Flow
IV Scan tires'60 minutes
V. Frequency 1.7 - 3.8 MHz
VL., Maximum depth - 24 cm
Vil Preferably intuitive thumb-controllgb‘.g\iser interface
';\/HI. Controls including depth, Qain afé};GC (auto optimization)

IX. Frequency 3 - 12 MHz




